GUIDA AGLI AUTORI

INDICAZIONI PER LA STESURA DEI TEST]
Nall'interto di agevolare gli Autori nefla redazione
dei manpscritt ¢ i fidurre le difficolt od | tempi di
stampa 51 fomscono alcuni orientament da seguire
nella preparazione dei munoscritii.
0l Comimto & Reédarions & comungue a disposizio-
ne di tutli ghi interessati per fornire ultenorn chian-
ment ed indicaziont su aspetts o casi particolan now
previsn in questa breve nota
1 TESTE devono cssere consegnati dattiloseritti al
Comu-tate di Redazione complet: di allegati (ligure.
care, profili e foto) T testi nom devono presentare
emori miateriali, le eventuali coererioni debbonn
r2 Latte it mamera Jeggibile © non dase fuogo ad
equivoct. [ asti devono essere continud, ke pugine
AUmMETAle: NOR Yoreanno pocettarl manoscsiti con
doppa clencusione di pugioa € ©on pat fuan lesio
da inserire. Possibilmente Je note a pik &1 pugina
deviend pssere ¢liminate
(G Autor; 2ae claborano i testi su computer IBM (o
compatbili) o Maciniosh sone mvitati ad allegare al
Fascionlo stmpaln 1Ln SUPPOTo magneticn conreren-
1e una copia dell originsls. In cuesto caso € prefed-
bile che ln copin sis faita direcimente in forms
ASCIHL. Alrimenti specificars ©| progromma uses
per {'elabarazione del testo,
FIGURE, CARTE, PROFIL] ¢ FOTO :nserite nel
testa dayvrmnnn esaere nimamte pragrassivamente: |
nemero devel essere indizers o ratitn sull' originale
senza danneggiario, Nel st doved essere ndiseso
crentattvarente {1 panio & inverdmento delle il
Strazioni.
Le FOTUGRAFIE dovranno essere positivi b cartd
lucide hen contrasatn con formatl 10x15 vppune

13518 em
1l TITOLIO deve essere breve ed erauriante ¢, possi-
Lilmente, accompagnalo da un ootk ssplicative

dei contenuri dell'orticole. Le qualifiche de!l’ Autore
o degli Autord. 'Ente di appurtenenza e 1'eventuale
finunziamerio dello studio verramme indicall in aper-
mirn dell amicolo.
FORMULE ¢ EQUAZIONI devono essere presen-
tate in forma chiara e leggibile, o se povessano,
dovranno essere contmesegnate da i numernzione
Siva posta tra parsnitesi tonde
SIMBOLI ed ABBREVIAZIONI poce usati
dovrnno essere chinramente definiti nel testo.
Le CITAZIONI BIBLIOGRAFICHE saranno in
o ra Quidie, o pagnate dal-
I'amno di Fu?-':fimicnc.
In zllegato al manoscrine ghi Amtord devono indica-
re il loro indirizze ¢d il pumeno welefonico per con-
sentire un sollecito contatio da purte deliz
Redazioae ¢ della tipografia. per evenmal! chins-
ment: in seds di comezione di doxza.
1 COMITATO DI REDAZIONE st nserve 'acoet-
tarione ded meaocerim, 1o sealm d=fniriva def carmr-
ter: e di oformare, ove nesessesio, il testo secondo
Ta gralia corretta 10 uso nelia letteratua ssisatifice

GUIDE FOR THE AUTHORS

INDICATIONS AS TO THE LAYING DOWMN
OF TEXTS

11 order to help Authors draw up their munuseripts.
ggs reducing ponting difficulties and thne, & num-

of

guidelings are hereafler given

‘The Editorial staff are ready to give all the people
concerned clarifications and indications on aspecls
and cases not included in this shon guide

Texts should be handed in twa typed copies o the
Edilonial slall with all the related enclosures - {ig-
ures, maps, profiles and photographs. An additonal
copy of drawing and photographs should be handed
w, beside the original, Texts should not present
materin! errors und uny pussible cormection should
be legitle and should not give rise to misonder-
sandings, Texts should be comtinuous and pages
nambered. Texrs with double page rumbering and
with cut-of-text parts (o be inserted will be rejecred
Footnites should be eliminated, if possible, Those
Authors who elaborite 2xts on IBM, IBM-compar-
ible and Mazintcsh computens are invited 1o enclose
w the pricied article o magnetic suppont contaumny
nne copy af the original. Tn this lamer cose, it

be areferable 1o receive a copy direetly in ASCH
fonial, otherwiss the programime wsed for the elab-
oration of the texis shoald be specifiec

Figeres. maps, profiles and phetas inserted in the
text should bz numbered progressively and the ¢os-
responding sumnbers should be written with 4 pencil
an thz or ginal witham damaging h. An indication
&5 to whee ilustrations should 2 inserted should
be preseal on the (ext.

Phatogmuphs should be positive and printed on bigh-
sontrast glossy paper eitker In 10x15 o7 in 13218
<m, foomat.

The t:tle should be short und exhavstive and, :f pos-
sible, followed by & subhead explaining rhe zon-
Llents. The Author s gualifications, his or her agency
and the possible financier of the research work will
be indicated in the opening lines.

Formulas and equations should be presented in a
clear nnd legihle form and, if necessary, will have ta
be marked by progressive numbers between brack-

eis,

Symbold and abbreviarions nat so much nsed should
be cleardy defined in the text.

The bibLiographiv quotations should be written
capimls hetween squure brackets, followed by the
vear of the publication

In addition to the manuscript. the Authors have to
indicate their address and telephone nunber in order
o allow rhe Editorinl saff and the prinding smff
contact them promptly in case of explenations dur-
ing the correction ol the prodf,

The Editorial smff reserves the right (o acoept the
manuscripts, to mexe the final cholee of the ynes
and, when pecessary, 0 relorme the text i accors
dence with the zommect writing used in the scienufic
liveeaturs
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