GUIDA AGLI AUTORI

INDICAZIONI PER LA STESURA DEI TESTI

Nell‘intento i agevolare 21l Autari pella rednzione
dei snanosenitty e di nidurre le difficolth od i tempi &
stampa 51 forniscono alcuni orientamenti du seguire
neils prépameione dei manoseriri
1l Conutato di Red ¢¢ 2 disposizio-
e di tatti g interessati per fommire ullerion ch-
ment od indicaziond sn nsperti & casi pamricolari non
PrEVIST in questa beeve nota
I TESTI devono cssere comsegnatl Jattoscntt o
Comi-i2o di Reduzione compledi di allegad (gure,
cane, profili e fomw). [ lesti non devono presenfne
eroo miceriali. le eventual, cosrezioni debdono
essere ftte i maniera beggivike @ non dare Tuvgw ad
equivact, | s dovono essee ccrringl, le pgine
SUmerale: nON VEITAnDO hoceftan manoscti con
Coppia elencacione . puging e oon 2. Juon ksl
da meerire. Possibilmente e note o 2% & pogina
Cevono cxscre ¢lininate.
Gl Autoni che elaborano | st su coupuler 18M
(o compatihili) o Muciniosh sono invitn ad alle
gare 3l fascicale stampato un suppone magnetico
conleneits una copi dell originale, ln questo cmo
& preferibile che In copin sin furta dinnamente in
formato ASCIL Altrimenti specificare il programma
utate per I'elaboradione del lesto.
FIGURE, CARTE. PROFILI e FOTO inserite nel
testo dovranno ¢ssere numerite progressivamente;
il numeie dovia essere indicate a matta sull on-
i semza danmeggiario. Nel vesto dovrl essere
indicatn aricnativamente |1 punte i inserimenta
delle llustrazioni.
Le FOTOGRAFIE doyranng essere positivi st gurla
Ineida ber contrastata con formai 10015 appune
13xl8 em,
JETITOLO deve essere breve o ssaunente o possi-
bilmente, nucempagnatn da un soctotitelo esplicatvo
dei sonreruni dell ticalo. Le qualifiche éel'* Anrere
o degh Autori. I'Ente di ap) nza ¢ |'eventua-
le finanziemanta dello snudic vermano indicatl in
ageriuca dell irticalo. FORMULE ed EQUAZIONI
devono essere presentate in forma chiua e leggibile,
2, se necessario, doveanno edsere contrassegnate du
Unk DUMCIAZIONE Progredsiva posta tra parcnfes:

tonde.

SIMBOLI ed ABBREVIAZIONI poco wsati dovean

no cssere chiaramente definiti nel wsto

Le CITA!.IO'\H BIBLIOGRAFICHE saranno in
i Guisine, g dal-

I'anno di mhhlhﬁme

In zllegate 2l manoscntto gli Auton: coveno indicare

il loee indisizzo ed il numern telefunice per cunsen-

tine un sollecito contane de pane della Redarione &

oclia tipografia, per eventunli chiarimenti in sede di

curiezione di bosza.

1] (‘OM!T;\TO DI REDAZIONE si riserva I'nc

b i, Ja scelta definitive del

caratien ¢ <0 nicrmare, ove sesessano. il sto

secondp la grafin comena in uwso nells leweraturs

scicatifica

GUIDE FOR THE AUTHORS

INDICATIONS AS TO THE LAYING DOWN
OF TEXTS

In oeder to help Authors disw up their maouscripts,
thus reducing printing difficulties and time, @ num
ber of gnidelines ne hereaficr given

The Editorial staff are ready to give all the people
concerned clarifications and indications vu aspects
andd eases not ineluded in this short guide.

Texts should be handed in two typed copies to
the Editorial statl with all the related enclosures
figures; maps, profiles and pherographs. An uddi
tionel copy of drawing end phetographs should ke
handed in, besde the orgwal, Tests should not
present material ervers and wny possible corec
tion should be legible and should not give rise 10
misunderstindings. lexts should bz continuous
and pages numbered. Texts with double page num-
Bering and with out-nf-text parts £a be inserted will
be re ected. Fogtnotes should be eliminated, if pos-
sible. Thase Authors who l-luhm' ra rexts o0 TBM,
IBM-compatible and Maci are
invited to enclose to the printed autiche a magoetic
suppor: contsining one copy of the origirul. In
this lamer casz, it would be prefernble o roccive
a copy directly m ASCI format, otherwise the
programme used for the elabonution of ibe lexts

should be specified

Figures. maps. profiles and photos inserted in the
text should be numbered progressively and the cor-
responding numbers should Be wrinen with o pencil
on the original without damaging it. An indicetion
& to wiere illustrations should be inserted should
be presant on the text

Photogaphs should Be positive and primed on
high-coriras: glossy paper either in 1OxIS or in
3218 cm. formal

The title s4ould be short and exhanstive and. of
possible. followec by a subaead explaining the con-
tents. The Author's qualificutions, his or aer agency
und the pessible financier of the research work will
be indicated i the upening lines,

Formulas and equations shoukl be presemted in
clear and legible form and, if pecessary, will have
W be marked by progressive numbers belween
hrackers.

Symbals and abbreviations not so much used should
be cleardy defined in the teat.

The bibliographic quetations should be writen in
capitals between square brackers, followed by the
year of the publication.

In addition to the munuseript, the Autlrs bave o
indicate their addrees and telephone number inorder
o allow the Editorial staff and the printing saff
1o conlact them promptly i Gee of explanatons
during the cormection af the proof.

The Editorial staff reserves the right to nccopt the
Manuseripts, o make the fmal chowe of the types
ard, when necestsary, o reform e text it aceor-
dince with the comeet writing used in the seientific
literaturz
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